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CLAIMS"' | | 

We claim: I 

i 

: i j 

; j 

1. A safety support device for securing a dump body pivotally mounted on a truck chassis frame 
5 in an elevated position above the chassis frame, said safety support device positionable on the 

truck chassis frame when the dump body is in the elevated position, said safety support device 

■ ■ ! ■ | 

comprising: 

i j 

a base platform; j 

a shank having a bottom end, a middle portion, arid a top end, the bottom end of said shank is 
10 attached to said base platform; 

a brace having a bottom end, a middle portion, and a top end, the bottom end of said brace is 
attached to said base platform and the top end of said brace is attached to the middle portion of 
said shank; [ 

a channel rest pivotally attached to the top end of said shank; 

i j 

15 a bolt attaching together said channel rest to the top end of said shank; 
a nut attached to said bolt; j 

a first safety chain having a proximate and distal 6nd, the 'proximate end of first said safety chain 
is attached to the middle portion of said brace; \ 

a second safety chain having a proximate and distal end, the proximate end of said second safety 
20 chain is attached to the middle portion of said brace; 

a first hook attached to the distal end of said first safety chain; and 
a second hook attached to the distal end of said second sajfety chain. 

j 

2. The device of Claim 1 further comprising at least one washer attached to said bolt. 
25 3. The device of Claim 1 wherein said channel rest having a U-shaped cross section. 

4. The device of Claim 1 wherein said device is made of steel. 



5. A safety support device for securing a dump body pivotally mounted on a truck chassis frame 
in an elevated position above the chassis frame, said safety support device positionable on the 
30 truck chassis fr;ame when the dump body is in the elevated position, said safety support device 
consisting essentially of: j 
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a base platform; 
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end, the bottom end of said shank is 



a shank having a bottom end, a middle portion, and a top 
attached to said base platform; 

a brace having a bottom end, a middle portion, and a top end, the bottom end of said brace is 
attached to said base platform and the top end of said brace is attached to the middle portion of 
said shank; | 
a channel rest pivotally attached to the top end of said shank; 

i ; 

a bolt attaching together said channel rest to the top end of said shank; 



proximate end of first said safety chain 



a nut attached to said bolt; [ 
1 0 a first safety chain having a proximate and distal end, the ] 

is attached to the middle portion of said brace; j j 

i i 

a second safety chain having a proximate and distal end, the proximate end of said second safety 

| ! / 
chain is attached to the middle portion of said brace; j 

a first hook attached to the distal end of said first safety chain; 

1 5 a second hook attached to the distal end of said second safety chain; and 

a pair of washers attached to said bolt. j 

6. The device of Claim 5 wherein said device is made of steel. 

j | 
i j 

20 7. A method of using a safety support device for securing a dump body pivotally mounted on a 

i i 

truck chassis frame in an elevated position above pie chassis frame, wherein the safety support 
device is positionable on the truck chassis frame when the dump body is in the elevated position, 

i 

said method comprising the steps of: ; 
obtaining the safety support device consisting essentially of: 
25 a base platform; ' \ 

a shank having a bottom end, a middle portion, arid a top end, the bottom end of said 

shank is attached to said base platform; j 1 

a brace having a bottom end, a middle portion, and a top end, the bottom end of said 
brace is attached to said base platform and the top end of said brace is attached to the 
30 middle portion of said shank; ! j 

a channel rest pivotally attached to the top end of said shank; 
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a bolt attaching together said channel rest to the top end of said shank; 
a nut attached to said bolt; j J 

a first safety chain having a proximate and distal end, the proximate end of first said 
safety chain is attached to the middle portion of said brace; 

; i 

5 a second safety chain having a proximate and distal end, the proximate end of said second 

safety chain is attached to the middle portion of said brace; 
a first hook attached to the distal end of said first safety chain; and 
a second hook attached to the distal end of said second safety chain; 
raising the dump body into the elevated position above the truck chassis frame; 
10 placing the base platform of the device onto the truck chassis frame; 

wrapping the fi rst safety chain around a first portion of the truck chassis frame; 

i f 

hooking the first hook onto the wrapped first safety chain; 

looping the second safety chain around a second portion of the truck chassis frame; 
fastening the second hook onto the looped second safety chain; 
1 5 resting the dump body onto the channel rest of the device 1 ; and 

tightening the nut and bolt so that the channel rest is secured to the top end of the shank. 

8. The method of Claim 7 further comprising the steps of: 

lubricating the truck chassis frame when the dump body is resting on the channel rest of the 
device; and ! 
20 inspecting a lower section of the dump body when the dump body is resting on the channel rest 
of the device. ; 

9. The method of Claim 8 further comprising the' steps of: 
lifting the dump body above the channel rest of the device; 
unfastening the second hook from the looped second safety chain; 

25 un-looping the second safety chain from the second portion of the truck chassis frame; 
unhooking the first hook from the wrapped first safety chain; 

! i 

unwrapping the first safety chain from the first portion of the truck chassis frame; 
removing the device from the truck chassis frame. 

10. The method of Claim 9 further comprising the steps of: 
30 storing the device in a workshop; and ! ; 

lowering the dump body onto the truck chassis frame. 
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